
INDUCTIVE / CAPACITIVE PROXIMITY SENSOR

TYPE SELECTION :

I01

H Q 4 020- - 1

CONNECT TYPE
(None)=wire
C=Connector (180O)
L=Connector (90O)
W=Wire connector

N

Product is subject  to change without not ice.

SENSING MODE
H=Inductive plastic type

K=capacitive plastic type
I=Inductive metal type

C=capacitive metal type

BODY SHAPE
Q=sQuare type
R=Round type
S=Screw type
T=recTangular type
F=Flat type
G=Grooved type

BODY DIMENSION
40 = 40 x 40mm
or 40mm diameter 
round

SENSING DISTANCE
10=10mm
20=20mm

SENSING DIRECTION
(None)=Vertical
H=Horizontal

OUTPUT MODE
E=Voltage mode
N=NPN DC mode
P=PNP DC mode
A=2 wire AC mode
M=Multi voltage mode 
(2 wire, for both NPN & 
PNP)

OUTPUT STATE
1=Normally open
2=Normally closed
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GENERAL DATA :

HQ-1705 series

Response frequency: 600 Hz(DC), 20 Hz(AC) 
Sensing distance: 5 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 100 Hz(DC), 20 Hz(AC) 
Sensing distance: 20 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 800 Hz(DC), 20 Hz(AC) 
Sensing distance: 2 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 600 Hz(DC), 20 Hz(AC) 
Sensing distance: 4 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 600 Hz(DC), 20 Hz(AC) 
Sensing distance: 5 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 200 Hz(DC), 20 Hz(AC) 
Sensing distance: 10 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 500 Hz(DC), 20 Hz(AC) 
Sensing distance: 8 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 100 Hz(DC), 20 Hz(AC) 
Sensing distance: 15 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 200 Hz(DC), 20 Hz(AC) 
Sensing distance: 8 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 600 Hz(DC), 20 Hz(AC) 
Sensing distance: 5 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 500 Hz(DC), 20 Hz(AC) 
Sensing distance: 7 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 500 Hz(DC), 20 Hz(AC) 
Sensing distance: 10 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

HQ-1805 series HQ-2507 series HQ-3010 series

HQ-4020 series

Response frequency: 500 Hz(DC)
Sensing distance: 10 mm
Operating voltage: DC 10~30V

Response frequency: 600 Hz(DC)
Sensing distance: 4 mm
Operating voltage: DC 10~30V

Response frequency: 600 Hz(DC)
Sensing distance: 5 mm
Operating voltage: DC 10~30V

Response frequency: 100 Hz(DC)
Sensing distance: 2 mm
Operating voltage: DC 10~30V

Response frequency: 600 Hz(DC)
Sensing distance: 5 mm
Operating voltage: DC 10~30V

Response frequency: 1000 Hz(DC)
Sensing distance: 2 mm
Operating voltage: DC 10~30V

Response frequency: 100 Hz(DC)
Sensing distance: 5 mm
Operating voltage: DC 10~30V

Response frequency: 1000 Hz(DC)
Sensing distance: 1 mm
Operating voltage: DC 10~30V

HG-2510 series HQ-1204 series HF-1805 series

HF-3605 series HT-1202 series HT-1205 series IS-0801 series

IS-0802 series IS-1202 series IS-1204 series IS-1805 series

IS-1808 series IS-3010 series IS-3015 series HR-2008 series



HR-3420 series HS-1805 series KQ-3015 series CS-1205 series

CS-3020 series KS-1808 seriesKR-2010 series KR-3425 series

ISC/ISL-0801 series ISC/ISL-0802 series ISC/ISL-1202 series ISC/ISL-1204 series

ISC/ISL-1805 series ISC/ISL-1808 series ISC/ISL-3010 series ISC/ISL-3015 series

HQW-1705 series HQW-1805 series HQW-2507 series HQW-3010 series

Response frequency: 80 Hz(DC), 20 Hz(AC) 
Sensing distance: 20 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 50 Hz(DC), 20 Hz(AC) 
Sensing distance: 5 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 600 Hz(DC), 20 Hz(AC) 
Sensing distance: 5 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 600 Hz(DC), 20 Hz(AC) 
Sensing distance: 5 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 500 Hz(DC), 20 Hz(AC) 
Sensing distance: 7 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 500 Hz(DC), 20 Hz(AC) 
Sensing distance: 10 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

AC 24~250V(AC type)
Operating voltage: DC 10~30V(DC type)

AC 24~250V(AC type)
Operating voltage: DC 10~30V(DC type)

AC 24~250V(AC type)
Operating voltage: DC 10~30V(DC type)

AC 24~250V(AC type)
Operating voltage: DC 10~30V(DC type)

AC 24~250V(AC type)
Operating voltage: DC 10~30V(DC type)

AC 24~250V(AC type)
Operating voltage: DC 10~30V(DC type)

Response frequency: 60 Hz(DC)
Sensing distance: 15 mm
Operating voltage: DC 10~30V

Response frequency: 60 Hz(DC)
Sensing distance: 5 mm
Operating voltage: DC 10~30V

Response frequency: 60 Hz(DC)
Sensing distance: 25 mm
Operating voltage: DC 10~30V

Response frequency: 60 Hz(DC)
Sensing distance: 8 mm
Operating voltage: DC 10~30V

Response frequency: 60 Hz(DC)
Sensing distance: 20 mm
Operating voltage: DC 10~30V

Response frequency: 60 Hz(DC)
Sensing distance: 10 mm
Operating voltage: DC 10~30V

Response frequency: 800 Hz(DC)
Sensing distance: 2 mm

Response frequency: 600 Hz(DC)
Sensing distance: 4 mm

Response frequency: 1000 Hz(DC)
Sensing distance: 1 mm
Operating voltage: DC 10~30V

Response frequency: 1000 Hz(DC)
Sensing distance: 2 mm
Operating voltage: DC 10~30V

Response frequency: 200 Hz(DC)
Sensing distance: 10 mm

Response frequency: 100 Hz(DC)
Sensing distance: 15 mm

Response frequency: 600 Hz(DC)
Sensing distance: 5 mm

Response frequency: 500 Hz(DC)
Sensing distance: 8 mm



FEATURES :

Ferrous metalsSensing object

10% max. of SnDifferential travel

DC type: 1.1mA / AC type: 3mALeakage current

DC type: 200mA / AC type: 5~300mAMax. switching current

Yes (DC type only)Inverse polarity proof

IP-67Protection

-25 ~ +70Operating temperature

2V max.Voltage drop

HQW-4020 series

Response frequency: 1000 Hz(DC)
Sensing distance: 2 mm
Operating voltage: DC 10~30V

Response frequency: 1000 Hz(DC)
Sensing distance: 1 mm
Operating voltage: DC 10~30V

ISW-0801 series ISW-0802 series ISW-1202 series

ISW-1204 series ISW-1805 series ISW-1808 series ISW-3010 series

ISW-3015 series HRW-2008 series HRW-3420 series

Response frequency: 800 Hz(DC), 20 Hz(AC) 
Sensing distance: 2 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 100 Hz(DC), 20 Hz(AC) 
Sensing distance: 20 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 200 Hz(DC), 20 Hz(AC) 
Sensing distance: 10 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 600 Hz(DC), 20 Hz(AC) 
Sensing distance: 4 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 100 Hz(DC), 20 Hz(AC) 
Sensing distance: 15 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 600 Hz(DC), 20 Hz(AC) 
Sensing distance: 5 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 200 Hz(DC), 20 Hz(AC) 
Sensing distance: 8 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 500 Hz(DC), 20 Hz(AC) 
Sensing distance: 8 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)

Response frequency: 80 Hz(DC), 20 Hz(AC) 
Sensing distance: 20 mm

AC/DC 12~250V(Multi type)
AC 24~250V(AC type)

Operating voltage: DC 10~30V(DC type)



DIMENSIONS : (mm)
1)Round type

HR-2008
HR-3420
KR-2010

A B C E
19 19 75
33 20 82

KR-3425 33 20 82
19

20
34

34
2019 75

D
8
20

20
8

NPN type

A E

B D
C

2)Grooved type

HG-2510
A B C D
25 10

N.C. N.O.
Brown(+) Brown(+)

Black(output) - - -
Blue(-) Blue(-)

- - -

1
2
3
4 Black(output)

20 47
E
20

F
17.8

B

C

A

E
D

F

CONNECTION :

PNP type

AC type Multi voltage type

*Do not turn the power on 
before the sensor LOAD is 
connected . Failure to do so 
might cause damage.

Connector pin-out
Connector type :

NPN :

ACMain Circuit

Brown

Blue

DCMain Circuit

Brown

Black

Blue

Brown

DC 12~250V

LOAD / NO

SENSOR

Blue

AC :

SENSOR

LOAD / NOBrown

AC 12~250V
Blue

SENSOR

Brown

DC 12~250V
LOAD / NOBlue

PNP :

DCMain Circuit

Blue

Black

Brown

Male Female

Wire connector type :

3 4
12

4 3
21

3 4
12

4 3
21

Male Female



3)Square, Rectangular, Flat type 4)Screw type

5)Bracket

HQ-1705
HQ-1805
HQ-2507
HQ-3010
HQ-4020
HQ-1204
HF-1805
HF-3605
HT-1202
HT-1205
KQ-3015

A B C D E
17 17 29 25 10.5
18 18 35 32 10.5
25 25 45 41 17.8
30 30 52 48 22
40 40 52 46 30
12 12 45 - - - -
18 10 35.5 31.5 12
36 8.5 60 48 28
12 40 26 4 & 21 32
12 40 26 4 & 21 32
30 30 52 47.8 22

BK-1701*
A

17.5
B

23.5
C

10.5
D

2.8
E

3.5
F

7.5
G

M3
H
18

I
7

J
7.3

K
1.5

BK-2501 25 29 18 3.5 4.4 12 M4 20 9 12.5 1.2
BK-3001
*for  Option

30 34.5 22 3.5 5 15 M4 13.5 13 14 1.2

IS-0801
IS-0802
IS-1202
IS-1204
IS-1805
IS-1808
IS-3010
IS-3015
HS-1805

KS-1808
CS-3020

A B C D E
M8 x 1 - - - - 40 4
M8 x 1 5 - - 40 4
M12 x 1 - - 35 53 4
M12 x 1 5 30 48 4

CS-1205 M12 x 1 5 30 48 4

M18 x 1 - - 35 53 4
M18 x 1 7 30 48 4
M30 x 1.5 - - 35 53 5
M30 x 1.5 8 30 48 5

CS-1202
CS-1204
CS-1805
CS-1808
CS-3010
CS-3015

M12 x 1 - - 35 53 4
M12 x 1 5 30 48 4
M18 x 1 - - 35 53 4
M18 x 1 7 30 48 4
M30 x 1.5 - - 35 53 5
M30 x 1.5 8 30 48 5

M18 x 1 7 57 77 8.5

M18 x 1 7 57 77 8.5
M30 x 1.5 8 50 70 5

A

D

B C

E

A
B

D
C

E

A C

D
B

E
F

G

H

I

J

K
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